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O supply the demand of ailor-cut patterns, we have had instruction sheets printed 
which illustrates and t | -iscly how to take accurate measures, and gives blank spaces 


for writing the same, Betore ordering a pattern, our patrons (if not already in possesson of the 
Ladies’ Tailor instruction book) must send us LO cents in postage for one of these instruction sheets, then 
have her measure taken and return with her order for the pattern wanted. We do not cut patterns from 
measures taken according to the directions given by charts or other methods, because as a rule they are 
unreliable. lressmakers who desire to make up dresses for their customers at a distance, or wish to 1n- 
crease their business by filling orders by mail, will find these instruction sheets the very thing needed to 
assist them in this part of their business. They can be sent to their patrons and measures obtained that 
will afford both them and their customer a basis for confidence that beautifully fitting garments will be 

~secured. These instruction sheets are furnished to dressmakers at the rate of 25 cents per dozen. 


o 


PRICE OF TAILOR-CUT PATTERNS. 


When we take your measure, or when it is taken according to our instructions, we guarantee 
the pattern to fit. 


Basque, Coat, Seamless Waist, Sek ese Habit, OREN or Habit eigen es Skirt, or 


Trousers.. - ..$1 50 each 
Riding Habit, full suit, acini ‘Habit Skirt ahd rouseess 4 00 
Princess, Wrapper, Ulster, Newmarket, Dolman, or Sieulare Ses a te ome eee nt 1 eae 
Skirt, Boys’ Coat, Boys’ Knee Pants, Gents’ Shirts, or Enilaren's Smee War aire siaaali arene ones eee Ie Eee 
Sleeves, Pienaar er dor ee enna Att MA aR let eg cutie cinta a Anh 50 each 
COM ATS: hate ane nea ee Se ne OS Fata Ae erie a Sema en enone a nate Mienian | Se ORES 


- GRADED PATTERNS. 


When you order a pattern without taking a complete measure you should send us the bust meas- 
ure and we will send you a regular graded pattern, which will give a handsome outline and symmetrical 
shapes, but not guaranteed to fit, for the following prices: $ 


Coat, Cape,’ Ruling Habit, Ridine-Skitt,or, Trousers... sic ce ines ye es Si eee cree! eaten eon oaerace . pe fo each 
Princess eraprers, Ulsters, Dolman, Cloaks Circulars; e665. 5 on. ces vets 2 coe at se Oe a ween 
Basque, skirt, Boys’ Coat, Knee Pants; Gents’ Shirts, Child’s-Suit s..24.00ic05s. 5.04 tees Veolvereh 
Sere Sirs s eee are oe eas “erie eames mer Renee it ra sea a Mestre Lana g ce RURAURDI 5 <p ng Rh LONGO go 5 subttG Renta 25 each 
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Ee 
DRAFTINGS AND PATTERNS. 


It is our desire to assist our agents and patrons who have purchased our System by correspond- 
ence in overcoming any difficulties they may have in learning to make any draftings given in our instruc- 
tion books. The best way to meet difficulties of this kind in making any draftings 1s to make a drafting 
as nearly correct as possible and send it to us by mail, and we will make a drafting, numbering and let- 
tering every line and dot the same as given on diagrams in our instruction books, and trace out a pattern 
and return both drafting and pattern. From this drafting and traced pattern, with the aid of our printed 
instructions, anyone can easily learn to make perfect draftings to any measure. These draftings and 
patterns will be made to any measure desired, and when measures are not mentioned will be made to 
those given in our instruction book. These draftings and patterns will be furnished to our agents and 
those who are learning our System at a discount of 50 per cent. on the prices given above for tailor- 
cut patterns. 





BENS SS | ( : : tS 


HE theory adopted in the invention of The Ladics’ Tailor Systein of dress and cloak cutting, and the develop. 
ment of its printed instiuctions is, that the cutting of ladies’ garments is mechanical work, and should be 
controlled only by the same scientific principles so successfully used by all the expert mechanics of the world. 

It is universally admitted that the square and compass form the very foundation of all mechanics, therefore, we have 
united in this System all the curves of the compass used in cutting clothing with the mechanic’s square, and the lessons 
contained in this instruction book teach how to apply these principles to cutting all stvles of ladies’ and children’s 
garments. Another fundamental feature of this System, and which distinguishes it as being absolutely new and gives 
its superiority over all others heretofore published, 1s that what is called the law of proportion is discarded altogether, 
so far as obtaining the correct size of any portion of the draft is concerned, and strictly square measurement alone is 
confidently relied upon to obtain the true size of a perfect fitting garment. Proportion, however, is fully recognized 
when it comes to the shaping of the various pieces so as to obtain a handsome outline and symmetrical shapes, and 
to make each piece of the garment in perfect harmony. tn other words, in all draftings made by The Ladies’ Tailor 
System, actual measurement and harmonious proportions go hand in hand. The cutter is taught to rely exclusively on 
the measures to secure a draft that will define the actual size, and at the same time to combine harmonious shapes and 
proportions for each separate figure. This principle is not yet appreciated by many cutters. There are thousands who 
still ignore the rclation of the measures with proportion, and rely exclusively on patterns, charts, models, machines, etc., 
which only give graduated patterns, and then hope to make up for the defictencies in their drafts by their skill in 
refitting. Others go one step further, and take what they consider a well proportioned draft and endeavor to correct 
its deficiencies by the application of some of the more important measures, and the remainder by refitting. It is self- 
evident, that thosc who use a perfect tailor Svstem do their work systematically and aim to do their cutting exactly 
right, can be reasonably sure of excelling all who do not even try to do so, but who intend after they have cut a mis- 
fitting garment to make up for the work they have done wrong by altering and changing. It is our desire to give dress- 
makers, and all ladies who appreciate improvements in this direction, a change in this old-fashioned and slovenly 
manner of work, and place before them a System that employs only the principles that all expert mechanics must say 
are correct, because they are identical with those used by themselves. The following objections to so thorough a 


System are sometimes raised which are worthy of notice: 


, 


Ist. ‘A scientific System is too complicated and difficult for young students.’ Nothing could be further from 
the truth than this idea. If learned on proper principles garment-cutting, instead of being difficult, soon becomes an 


attractive study, and to become a proficient and expert cutter is much easier than is usually supposed. 


2nd. ‘It takes too much time to take measures and make draftings accurately.’’ The truth 1s, that the very 
best way to save time in dressmaking is to be accurate and careful in taking measures and in making draftings, because, 
when this preliminary part of the work is done correctly it will as a rule save all the time that is lost, both for the dress- 
maker and her customer in refitting, and will always do so if the garment is properly basted and made up; not only so, 


but it saves all the worry, trouble and dissatisfaction that frequently results from fitting a garment several times. 


3rd. ** There are so many methods of cutting, each claiming superiority, that J think one is as good as another.” 
Where there is so much room for improvement, as there is in dressmaking, it seems plain that a System that substitutes 
actual measurement for what has heretofore been only proportion or guess work, possesses advantages, and that some 
of the methods in use must be better than others, and that one can be selected which is truly the best. The 
Ladies’ Tailor is presented by the authors with the conviction, that when it 1s critically examined and compared 
with others, that it will be so denominated. We presume, however, that those who prefer to do their work by chance 
and beheve one way is as good as another, that a set of graduated patterns is quite in harmony with their capacity. It 
is confidently believed that the instructions contained in this book, when thoroughly mastered, will give the cutter such 
a comprehensive knowledge of cutting ladies’ garments, that they will be able to reproduce any new pattern or drafting 
that may come out in the future, and will be well qualified to fill the most responsible, positions as cutters in the best 


establishments in this country. 


TREATISE ON DRESS CUTTING. 


The public can reasonably expect, in this age of improvement, that those who profess to be practical! dress- 
makers should not only be able to do good sewing, finishing, draping and designing, but that they should be masters of 
a System of Dress Cutting, the accuracy of which is sufficient to give the same assurance when they leave an order for 
a dress that a good fit will be secured that a gentleman has when he leaves his order for a suit with a first class tailor. 
This expectation is sure to meet with disappointment so long as there are so many thousands of dressmakers who really 
possess nothing better than charts by which al! their garments are cut (the term charts includes al] methods of cutting 
which cut by proportion, whether it is a pasteboard chart with holes arranged by guess or a machine chart with movable 
slides or methods that use a square for part of its work only and scales or proportionate figures for the remainder.) 
The worthlessness of charts is self-evident when we consider the fact that there arc no two forms alike any more than 
there are two faces, and that all charts give the same proportion and the same shapes for all kinds of forms. This isa 
matter of serious importance to all, especially to the ambitious dressmaker, because it forms the very foundation of 
success in her business. 

All expert cutters know that a badly cut garment can never be made to fit properly, as the changing of seams 
here and there throws the entire waist out of balance, spoils the shape and syinmetry of the different pieces, and com- 
pletely ruins the grace and beauty of the garment. No amount of good sewing, fine finishing, elaborate trimming or 
stylish draping can possibly remedy it. A first-class System, based on unfailing geometrical principles which will 
uniformly insure success and give the enterprising modiste thorough control of this part of her profession, becomes 


a prime factor. 


THE LADIES’ TAILOR SYSTEM 


Combines all the qualities that meet this necessity. Those who use such inferior methods must always remain inferior 
dressmakers, because their methods alone are sufficient to prevent them from excelling in their profession, regardless of 
any amount of natural ability, taste or experience they may have. It does not follow, however, that all who possess 
this System will be equally good cutters. Two cutters may be employed in the same establishment, using the same 
System, and obtain very different results. One takes loose, easy measures, the other takes them more closely. One 
may carelessly take incorrect measures, while the other displays the greatest care in taking accurate measures. One 
is superficial and careless, paying little or no attention to details, the other 1s accurate and thorough, and observes 
closely every peculiarity in different figures, the hardness or softness of the tissues, the quality of the material to be used, 
etc., etc., and displays good taste and skill, not only in obtaining the correct size in every part of his draftings, but in 
shaping the various pieces so as to be the most becoming and give the most artistic effect to each different form. 

In no branch of dressmaking does the use of good judgment yield such fruitful results. A well cut dress, with 
each of the pieces the proper size and shape, not only means a good fit, but gives grace and beauty of outline, ease and 
comfort to the one who wears it, is much more easily made, wears longer, looks better, gives greater satisfaction, and 
last but not least, is always the best possible advertisement for the dressmaker wherever it moves. For anyone who 
uses Tur Laptes’ Tattor to become an expert cutter in a very short time, is a very easy thing. 

One word alone expresses the quality necessary to win this accomplishment. That word is ACCURACY. 
ACCURACY in taking measures, ACCURACY in making draftings, ACCURACY in tracing the lining, ACCURACY 
in basting. These four things are absolutely necessary for success. With these, perfect fitting dresses without the 
alteration of one stitch are certain. Without them, or any one of them, some change will have to be made. 

All intelligent cutters know that Dress Cutting is mechanical work, and that the square and compass are the 
basis of all mechanies. Tus. Lanbirs’ Tattork is the square of inches combined with all the curves of the compass which 
are used in cutting clothing. It can therefore never be wrong. One great advantage to the modiste who uses it is that 
she always knows that if the slightest alteration in any garment is necessary, 1t 1s due to no fault in her system of work, 
but to errors either in taking measures, making the drafting or putting together. She is thus enabled in a moment to 


correct the mistakes, and by avoiding them in the future, soon become a very skillful and expert cutter. 


SUGGESTIONS TO DRESSMAKERS. 


«There is room at the top,’’ is an expression that conveys an idea that is applicable not only to professions but 
is pre-eminently true in dressmaking. The salaries of expert cutters, foreladies and stylish dressmakers vary all the 
way from $12.00 to $75.00 per week according to ability. It is therefore self-evident that all ladies’ tailors, modistes, 
and especially young dressmakers should desire to excel in their business and the following suggestions are given for 
the purpose of aiding them to do so. 

ist. COMMENCE WITH A FIXED DETERMINATION TO BE SUCCESSFUL. Remember that there 
is no excellence without great labor, that to win the highest honors and greatest reward demands faithful, pains-taking, 
care, close application to your business and perseverance. Any person of ordinary intelligence can reasonably expect 
success, if these principles are continually followed. 

Sad. FOSTER AND CULTIVATE A SPIRIT OF CONFIDENCE IN YOURSELF AND IN YOUR 
OWN ABILITY. Many young dressmakers suffer disaster and defeat in the battle of life so far as their business is 
concerned simply and only because they are forever mistrusting themselves and fearful that they cannot accomplish the 
work that thousands of others do. You should, however, see to it that this self confidence is not merely self conceit, 
but that you actually possess knowledge and ability. Set your heart on becoming an artist in your business, worthy of 
the confidence of the public, and you will soon have a good share of the public’s patronage. Self conceit is to be 
avoided. There are thousands who have been engaged in this business for years who are still second or third grade 
dressmakers, and the main cause of their incompetency is their overwhelming conceit. They seem to imagine that they 
know all that there is to be known in their business and therefore make but very little effort to learn or improve on their 


old time methods of work. 
3rd. STUDY THE BEST METHODS OF DEALING WITH CUSTOMERS. Many simply manage to 


exist while they should rank among the first modistes of the land and win great prosperity, simply by mismanagement 


in dealings with their patrons. 


4th. PRICES. If you do poor work you should only expect a poor price. If you do good work you have a right 
to receive good prices. If you do fine work you should then demand high prices, and the finer the work the higher 
prices you should receive. There is no such thing as extortionate prices in dressmaking providing the quality of your 
work and the reputation you have established as an artist in your line are in harmony with your prices. Abundance 
of work is usually associated with high prices. Find the person in your town that charges the most and 
you will probably find the one that has the most to do. Find the modiste or ladies’ tailor in any city that 
demands the highest price and you will find the one who has the largest business. Find the person whose charges are 
larger than any other in this country and you will find the person that does more business than any other person in 
America and the one who charges more than any other in the work! probably has the largest business in the world. 
The inventors of the Lapiges’ Taitor System believe that you have a perfect right to obtain every dollar you possibly can 
for your work providing that your prices are uniform and that you treat all your patrons alike. 

Never allow customers to set their price on your work. That is your business and you must manage your own 
business or you will soon have no business to manage. Never allow customers to get work done at reduced prices be- 
cause of the great influence they assume to have and which they promise to turn in your favor. The best possible in- 
fluence you can have is to establish a reputation for doing fine work. Perfectly fitting and well made dresses have an 
influence wherever they move that cannot fail to bring you increased patronage. Beware of that class of friends who 
want you to do work for them cheaper than for others because they are your friends. The more friends you have of this 
kind the worse off you willbe. Itis a poor rule that does not work both ways. If their friendship is sincere why should 
they not say, ‘‘I] am one of your friends, I know that you earn your money by your business and labor and I will there- 
fore pay you a little more than J would others for the same work.” Always endeavor to give a prospective customer all 


the information she desires about the garment wanted before you give your price. 


5th. CREDIT. In our judgment the only persons that should do a credit business are those who have sufficient 
capital to meet al] current expenses and fill their customer’s orders for several months without payment and who have a 
class of wealthy patrons who are perfectly responsible. All others should do only a strictly cash business and not allow 
a single dress to be delivered until paid for. It is better to lose customers than to be working for nothing, which all who 
do a credit business will sometimes have to do. You cannot earna living, meet current expenses or pay your emploves 


fair wages on promises. 


Ae (Abies Helo. 5% 54. E\. 


bth. KEEP ORDER IN YOUR WORK-ROOM. This is a good motto and quite necessary in estabhshing a 
vood business. 

Til oleae A Ce EO OI Ie ONS Oe GE? Uh Ue) et lp boi. 

sth, CORRECT MISTAKES FOR CUSTOMERS if made by yourself or employes promptly. 

Ui. “PI YOUR SEIN. Glico Nie NE eOVie Ss KINDLY: AND CE NE ROU SIE\: butsbe 
exacting in having them attend to their work promptly, having their work done as directed and their time well employed 
Not one in a thousand will thank you for allowing them to disobey vour instructions, to shirk their work or neglect their 
duty, but on the contrary will love and esteem you if they know that while they are treated with consideration and kind- 
ness that they must do their duty. 

hte. Ae Ee IS: “POSSIBLE: Ala REGU YK TOURS MOM Ua INT So oun NTE XO RIS ACT 
NIGHT. It has been proven again and again that those who do this accomplish more work im ten hours than those 
who try to work day and meght. 

iit 0. OXRING APEAGE RES GEO DEEP ENCE DINGY CAI ND NCCU RAE 
both in obtaining the measure and writing it in your measure book. Great care in this preliminary part of the work wr] 
not only save a great deal of time and annoyance but will give your patrons greater satisfaction and have a tendency al- 
ways to build up your business. Much annoyance, loss of time and money would often be avoided if all instructiors 
were written clearly when the orders are taken, then if a customer changes her mind or is in anyway displeased the writ- 
ten instructions are at hand to show just what was ordered, and if changes are desired a reasonable price could be ex- 


nected for making them. 


i2th., BE PROGRESSIVE, KEEP UP WITII THE TIMES. The ever varying changes in fashions and the 
introduction of novelties in the cutting and making of ladies’ garments. afford one a splendid opportumty to excel, and 
the one who will constantly study her business and be prepared to give her patrons the very latest styles and novelties 
accompanied with good work will be sure to do so. It is so easy to yet in the habit of always doing work in one 
regular way that many fall into it and thus become old fogy dressmakers and sacrifice much business that they could 


otherwise control. 


IMPORTANT TO BEGINNERS. 


The demand of onr day is skilled labor, and this will always command a high price. The bright reward of success 
can be obtained by any young woman of ordinary intelligence who will commence with a definite object in view and who 
will sit down and seriously study each lesson. There are many who simply learn to make a draft of a plain basque by 
this System in three or fonr lessons, and others who simply learn the plain basque from printed instructions, and after- 
wards win a fair measure of success, but if even three or six months time were required to master this System thoroughly 
the results would amply repay the student for her time and labor. If you wish to become an expert in the science of cutting 
so that you can take a position as forewoman or cutter or start in business for yourself you must begin at the beginning 
and go on step by step until every detail in our first instruction book is mastered. All knowledge apart from this is 
uncertain, unsatisfactory and superficial. The only difficulty in mastering all the details of instructions mn this Complete 
Instructor will be found in the want of knowledge of primary lessons given in our first instruction book; therefore the 
student should take no step forward untit each lesson preceding it has been thoroughly understood. The more thor- 
oughly the first simple lessons are learned the more perfect will the student become in the science of dresscutting. It 
may take a day, a week or a month, but it will be time well spent, for without the knowledge of the first Iessons the 
finest success cannot attend your studies. Therefore the thorough mastery of the plain lessons given in our instruction 
drafts is not only important but ABSOLUTELY NECESSARY. We would therefore advise the beginner not only to 
learn to make the plain drafting but to spend her spare time in practice until able to make the plain draftings quickly 


and aceiuratels. 
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FRENCH BIAS BASQUE WITH STRAIGHT FRONT. 


Fig. 1. 
N. B.—Remember always that you must refer to the Life-sized Instruction Drafts for numbers of lines or dots 
not found on diagrams given in this book. 
Is dratted the same as 
plain basque, with the fol- 






lowing exceptions: 


1. Draw dine) 4 inches 
from edge of paper. 


2. Continue line 9? down 
to bottom of basque. 


o> 


3. Make dot 34 on line 
9 instead of line 1. 

4. Draw line A from dot 
384 square with line 9. 


5. Make the dots for 
darts on line Ain the same 
manner as on hine 35d in in- 
struction draft. 


6. Make dot B on hne 
A the same distance from 
dot 40 that line 1 is from 
dot 54. 


~ 


(. Draw line C square 
with line 9. 

%. Draw lines 44 and 45 
through center of darts 
square with line C. 

9, Draw the darts the 
same as In instruction draft 
with the exception of hne 
D which is: drafted. with 
dart curve from top of dart 
across dot B to bottom of 


basque. The bias dart 
should be made 32 inch 
higher than height of dart 
measure. 

10. Makedot E thesame 
distance from top of back 
dart that dot 59 1s from top 
of dart. 

11. Make new waist line 
from dot 39 to dot E. 


12. Draw line 42 from 
dot E to dot 28. 


FRENCH BIAS BASQUE WITH FRENCH FRONT. 


Fig. 1. 
Is made as illustrated by dotted lines 64, 63 and I in Fig. 1. 
1. Make dot F ¥ inch inside of dot 34 on line A. 4. The darts should be set back the same distance 
2. Make dot G the same as dot 62 in instruction that dot F is from dot 34, and !/ inch must be deducted 
draft. from size of front dart. 
3. Draw curved lines for front the same, as lines 63 5. Make dot H on line 9 6 inches below dot 54. 
and 64 in instruction draft. 6. Draw line I from dot F to dot H. 


i 
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FRENCH BIAS BASQUE WITH TWO UNDER-ARM PIECES. 


Pig. 


ls drafted the saine as Fig. 1, with the following exceptions: 


achat 


| Fig.2 


1. The back piece at waist should be about 1 inch wide. 
2. Side-body at waist should be from 2 to 24 


21% inches 
wide. 
4. In the front make dot A linch outside Irom dot 19. 
4. Draw line B from dot 23 across dot A to a point 
+ inches below waist line using sleeve curve, point S at dot 
23 (turn System over). 
9. Make dot C the width of side-body in back from 
dot 
6. Make dot D 13 inch from dot C. 
‘+. Make dot E the width of side-body in back from 
dot 
8. Make dot F 14 inch from dot E. 


¢. Draw line G through center of front under-arin dart 


=e eS we —— = = 
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to a point three inches below waist line square with line 14. 
10. Make dot FI the width of side-body in back from 
top of hne G on line lo. 
11. Draw line I from dot H through the center of back 
under-arm dart and to a point 5 inches below waist line. 
12. Lines K, L, M and N are drawn the same as lines 
30 and $1 in instruction draft. 


15. Make dot O 1 inch from end of line B. 

14. Make dot ’ lL inch from end of line 1. 

14. Make dot Q 1 inch from end of line G. 

16. Make dot R 'y inch from end of line G. 

ize Make dotS 2; inel trom send olline:]. 

18. Draw skirt lines in the same manner as in instruc- 


tion. (trait. 
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lrench bias basque with two under-arm pieces can be used for ladies of medium size, but is usually preferred 


for larger forms. 
Fig. 2 is therefore drafted to the same measures as in instruction drafts, except that the scve is 11, bust -'4, waist 
di, chest 15, width of back 13, length of front 20!5, under-arm is 8, and shoulder 43,. 


PARISIAN DARTLESS BASQUE. 
Fig. 3. 


Is made the same as instruction draft, with the following exceptions : 


}. Make dot A ', inch less than the size 


ot front Gart irom dota. 


© 
2. Make dot B !'f inch more than the size 
S y of back <lart:ironicdot 2x; 
ss 3. Draw dotted line C from dot 20 todot B. 
aX 4. Make dot D in the center of line C. 
= 2 5 ». Draw line E with sleeve curve (turn 


system over), place point S at dot 20 and draw 
: line E to dot D, then place point S at dot B and 
‘ i continue line E to dot B. 
; 6. Make dot F the height of first dart 
7 measure above dot 34 on line 1. 

7. Place point S at dot A and draw line G 
to dot F, then shape the front as illustrated by 
dotted lines in Fig. 4 with dart curve. 

8. Make dot I on line G the height of front 
dart measure below dot F. 

i “Miake-dot |. online the underarm 
measure below dot 20. 

10;- “Shaper svaist. line*avith alart curve: as 
shown im Fig.-3. 

1!. Draw dotted line Kk square from dot A 
six inches long. 

12. Make dot L !3 inch from end of line Kk. 

Ie Draw dinemiiesivony-doe Jl todo A: 
straight. 

14. Draw dotted line N *3 inches long from 
dot Bb square with line 27. 

In. Make dot O 1% inches from: -end “of 
line N. 

16. Draw line P from dot J across dot O, 
port: atdot-|: 

Lower part of basque is shaped as illustrated 


by dotted lines © and R. 


DOUBLE BREASTED 
COAT. 


Fig. 3. 


All outside garments, Cloaks, Mantles, Ulsters. 
Waterproofs, etc., should be made one inch 





larger (in neck, bust, waist, hip, arms-eye, elbow and hand) than for plain basques. 


For double breasted garments draw dotted line S 2 inches outside of line 1 as illustrated in Fig. 3. 
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DARTLESS COAT—TIGHT FITTING. 
Fig. 33. 
Extend skirt lines of basque from % to 1% inches long as illustrated by dotted lines in Fig. 3. 


Lapel and collar is made the same as inF ig. 25. 


DARTLESS HALF FITTING COAT. 


Fig. 3. 
ls made the same as dartless coat with the following exceptions: Omit lines G and M, use line 1 for center of 


‘> 


front-as shown in Fis. 


DARTLESS THREE-QUARTER COAT. 
Fig. 3. 
Is made the same as dartless half fitting coat with the following exceptions: Use dotted line S the same as for 


BLAZER. 


Fig. 3. 


double breasted coat instead of line 1 as illustrated in Fig. 3. 


Make same as dartless coat. Skirt in front can be made square or cutaway 
as shown by dotted lines T and U. This garment is buttoned only at the bust. 
Shawl collar ean be added as in Fig. 3 instead of lapel and collar if preferred. 


BACK FOR COAT OR JACKET. 
Fig. 4. 
Draft the same as in instruetion draft with the following exeeptions: The 
skirt lines are made from 9 to 18 inches long or length desired for coat skirt, as 
shown in Fig. 4. 
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THE FRENCH BACK. 
Fig. 5. 
Is drafted the same as the instruction drafts, with the following exceptions: 1st. Make dot A 3 inch inside of 
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dot 11. 2nd. French back can be drafted with a dart by drawing back side-form lines the same as instruction draft 
and leaving out the part above the junction of lines 26 and 27 and the lines below dot 23 as shown by dotted lines in 


Pigns: 


HOW TO DRAFT BACK IN SIX PIECES. 
Fig. 6. 


Draft the same as in instruction draft, with the following exceptions : 


1, Make dot B % inch from dot 9. 5. Make a 14 inch dart in center of arm-hole. 
. Make dot C 1% inches from dot B. 6. Draw side-form lines and darts shaping them with 
8. Make dot D ‘4 inch from dot C. dart curve according to taste. 
Make a % inch dart in center of shoulder. 7. Draw skirt lines as illustrated in Fig. 6. 
Se Ne ee 


” { ~ 


FULL DRESS SLEEVE. 


Fig. 7. 

1. Make dot G 1 inch from dot 3. 

2, Draw line H from dot G to center of line 27 
(use dart curve). 

3. Make dot I 2 inches outside of dot 11. 

4. Draw line J from dot I to center of line 2h 
(use dart curve). 

5. Draw line K from dot I to dot G straight. 

6. Make dot Lin center of line K. 
7. Draw line M from dot L square with line hk. 

s. Make dot N°3!4 inches from line 7. 

9, Draw line O, shaping it as illustrated by 
dotted lines in Fig. 7. 





Fig. 7. 
One seam sleeve is one of the most comfortable sleeves worn and for sleeves made from hight fabrics, it 1s one 
of the very best because there are no seams to show through the goods when ironed. 
1. Trace out the upper part of sleeve. 
2. Trace out the under-arm part of sleeve on drafting paper and cut it ont on the tracing lines. 
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3s. Cut the under-arm juece in two at clbow on line 15, then place the upper part of under-arm piece so that it 
will join the upper at elbow and arms-eve, and trace lines A, B and C as shown in Fig. 7. 

4. Join the lower part of under-arm piece as illustrated by dotted lines, then trace lines D and E and trace 
straizht line I from end of line to elbow at dot 10. 


16. The space between hne F and hne C is cut out as a dart, allowing small seams. 


BISHOP SLEEVE. 


Fig. 8. 


a— =o o, 
- many 





1. Make plain sleeve drafting. 

2. Extend line 15. as llustrated in; Pies. 

‘+. Trace out the under-arm piece on drafting paper and cut !t out on tracing lines. 
!. Place the elbow of under-arm piece on line 15 from 3 to 4 inches from dot 19. 

oe}. 


Draw hne Ashaping it so that it will be about 2 inches above dot 8 as illustrated in Fig. &. 

b. For cuff trace line F from B to C and from D to EF making the cuff any length desired from the hand (allow- 
ing seams). 

7. For the upper part of sleeve trace line F from B to E and the remainder of outside lines of sleeves allowing 
seams. 

For draped sleeve allow about 114 inches on upper part below line F. 


SHIRT SLEEVE. 
Fig. 8. 


Draft same as Bishop Sleeve with the following exceptions as shown in Fig. 8. 
Trace straight line G from dot 3 across dot 16 the same distance Irom dot 3 that dot 6 is from dot 3. 
Trace straight line H from dot I across dot J the same length as line G. 
Draw line K from end of line G to end of line II, use dart curve. 
In cutting out shirt sleeve place line H parallel] with straight edge of goods. 
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BELL SLEEVE. 
Fig. 9. 


The dotted lines A, B, in Fig. 9 illustrate clearly how to draw Bell Sleeve. 


FULL DRESS BELL SLEEVE. 
Fig. 9. 
Is made the same as the Bell Sleeve in Fig. 9 with the exception that the upper part is drafted the same as in 
the Full Dress Sleeve in Fig. 7. 


THE LADIES’ FAVORITE 
SLEEVE. 


Fig. 9. 
Draft same as in instruction draft, with the following 
exceptions: 
1. Make dot A 1 inch inside of dot &. 
2, Make dot LB 1 inch outside of dot 8. 
3. Make dot C 34 inch less than % of arms-eye 
measure from dot 4 on line 9. 
4. Make dot D 4% inches from dot C. 
». Make dot E 2 inches from dot 2. 
6G. Make dot F 1% inches inside of dot 17. 
7. Make dot G 1!% inches outside of dot 17. 
%. Make dot H % of hand measure from dot 4 
on line 20. 
4. Draw line 23 from dot 6 across dot H. 
10. Make dot I on line 23 1 inch outside of 
dot. Hi. 
11. Make dot J on line 23 1% inches inside of 
dot H and draft the remainder of the sleeve in the 
same manner aS jn instruction draft. 





TIGHT FITTING SLEEVE. 
Fig. 9. 

Cut out in one piece with two seams from elbow to wrist. 

The simplest and easiest way to make this sleeve is as follows : 

1. Make sleeve same as in instruction draft, or the same as the Ladies’ Favorite in Fig. 9. 

2. Fold the lining double and trace out the upper part of sleeve except line 25, 

3. Trace out the under part of sleeve on drafting paper and cut it out on the tracing lines, place this pattern as 
shown in Fig. 9 so that the points at arms-eye and elbow will meet, then trace lines 28, 25 and 29, and cut out sleeve 


allowing small seams everywhere. 
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FRENCH TIGHT FITTING SLEEVE. 
ig. 10. 


[s drafted the same as in instruction draft, with the following exceptions: 


1. Make dot 16 2 inches from dot 2 instead of 1% inches as in 
instruction draft. 


2. Make dot A 3 inches more than % of arms-eye measure from 
dot: 


3. Make dot B !'y of arms-eye measure from dot A. 
4. Make dot C 14 of arms-eye measure from dot 3. 


5. Make dot 22 23 of hand measure from dot 6 on line 20 and 
draw line 23 to it. 


i. Make dot 24 in center of line 23. 
7. Lines 24, 26, 27, 28, 29 and 30 are drawn perfectly straight. 


8. The lines at elbow should be slightly rounded with arm curve, 
as seen in Fig. 10. 





THE COAT SLEEVE. 


Pig. 0. 
Is drafted same as in istruction draft, with the following exceptions : 
1. Make dot A 14 inch inside of dot 17. 
2. Make dot B ™ inch outside of dot 17. 


%. Make dot C on line 20 Ts inch more than 13 of hand measure 
from dot 4. 


#. Make dot I) 1 inch from dot C on line 23, then draw the 
remaining lines same as in instruction draft. 
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THE WORTH SKIRT. 


Fig. 12. 





Draw line A the front 


Draw line B square w 


skirt measure as shown in Fig. 12. 
ith top of line A. 


Make dot C 1% of waist measure from top of line A. 
Make dot D 1 inch from dot C. 


Make a I-inch dart 2 


inches from top of line A 3 inches in length. 


Make dot E 2% inches from dot C. 
Draw line F square with line B from dot E. 


Measure from the waist to the knee and make dot G the amount of this measure on line F from dot E. 
Draw line H straight from dot C to dot G. 


Draw line I from dot 


D to line H with dart curve. 


Place 1{ of waist measure at dot E and make dot J 2 inches less than 14 of hip measure from dot E. 
Make dot K 2 inches from dot J. 

Make dot L 1 inch from dot E. 

Draw line M from dot L to line F with dart curve. 


Draw line N square with line B from dot J 6 inches long. 


Draw line O from dot 





ADDRESS ALL 


K to end of tine N with dart curve. 
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Ig. Draw line P straight from end of line O the length of skirt from dot Ko to a point from 27 to 50 inches from 
end ot hie ey. 

Ps.) Draw dine O from end of line A to encl of line P. 

i Place ob wart imeasure tess 2 cies aC dot andoinake wot 2 timeless thant. waist: 

20. Nleasure the space from dot K to dot K and you have the size of the dart. Place this dart 2 inches 


trom dot E. 


BELL SKIRT. 
Fig. 13. 

1. Draw line A 1 inch 
inore than length of skirt 
measure as shown in Fig. 
TS. 

2. Make dot B 1 inch 
from top of line A. 

5. Draw line C square 
from top of line A. 

4. Make dot D 2 inches 
less than % of hip meas- 
ure from top of line A. 

5. Make dot E 1 inch 
less than 1% of waist meas- 
ure from top of line A. 

6. Draw line F from dot 
B to dot D straight. 

7. Measure the distance 
from dot E to dot D and 
you have the amount for 
darts. If the amount is 7 
inches or more there should 
be five darts. If theamount 
is less than 7 inches take it 
out in three or four darts, 
dividing the darts so that 
the largest dart will come 
directly over the hip. 

8. Draw line G square 
with line C from dot D 
the same length as line A 
and draw line H from end 
of line A to end of line G. 

9. Make dot I 9 inches 
from dot D on line C. 
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1U. }extend line G 12 inches above dot D. 

11. Draw line J from the end of line G across dot I to bottom of skirt. 

lz. Sweep line WK (with tape Hne) from dot D to line J, using top of line G as a pivot. 

13. Sweep line L from end of line G to line J, using top or line G as a pivot. 

Train can be added as illustrated by dutted lines. 

When hips are very large and the side skirt measure is longer than front and back measure then waist line should 
be made as illustrated by dotted lines. When this is necessary the waist line is dropped from ¥% to 1 inch in front and 
back and rounded up over the hip. 


Fig. 133. 
{s made the same as bell skirt except that lines K and L are extended 6 inches outside of line J and a new line 
J drawn across the ends of line IX and L (more or less can be added according to the number or size of plaits or full- 
wanted: as shown in Fig. 13. 


a 
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PLAIN ROUND SKIRT. 


Fig. 13. 
Is made the same as the bell skirt exeept that lines C and H are extended 12 inches outside of line G as illus 


trated by dotted lines M, N and O in Fig. 15. 


UMBRELLA SKIRT. 


Fig. 13. 
Is made the same as bel] skirt in Fig. 15 with the exceptions that more fullness 1s usually added in the center of 
the back both at waist and bottom of skirt. 


SEVEN GORED SKIRT. 


Fig. 14. 





1. Draw line A the length of skirt, as shown in Fig, 14. 12. Draw line L square with line K from dot J. 
2. Make dot B 6 inches from top of line A. 13. Make dot M 18 of hip nieasure from dot | on jine L. 
*. Draw line C square with hne A from dot B. 14. Draw line N, same as line E, across dot M toa 
4. Make dot D 3 of hip measure from dot Bonline C. point 15 inches from end of line lh. 
5. Draw line E the length of skirt across dot D from 15. Draw line O, or waist line with dart curve, across 
a point 6 inches above dot D to a point 9 inches from lower the ends of lines A, E, H, K and N. 
end of line A. 16. Make dot Pon line O the waist measure in half 
6. Draw line F square with line E from dot D. inch figures from end of line A. 
7. Make dot G 18 of hip measure from dot D online F. 17. Measure the distance from dot P to end of line N, 
s. Draw line H, same as line E, across dot G toa and you have the amount for darts. 
point 11 inches from the Jower end of line E. 18. Take out the amount for darts from end of lines E 
W. Draw line I square with line H from dot G. and H over largest part of the hip. 
10. Make dot J 18 of hip measure from dot G on line 1. 19. Shape the bottom of skirt, giving it a slight curve 
11. Draw line K, same as line E, across dot J to a_ as illustrated in Fig. 14, and fullness at waist can be added 
point 13 inches from end of line H. as shown by dotted lines. 
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THE STANDING COLLAR. 
Figs Yo. 

l. Draw lines A and B square with each 
other as in Fig. 14. 

2- Make dot C 1 inch. more than half 
of neck measure from end of line B. 

3. Draw line D from dot C perfectly 
Square with line A. 

4+. Make dot E the neck measure from 
dot C on line D. 

©. Sweep line F from dot C to line B, 
using dot E as a pivot. 

“Draw line 'G fron dot E ta end of 
line F. 

«. Make dot H 24% inches from dot C 
on line D or the desired width of collar. 

8. Sweep line J from dot H to line G, 
using dot E as a pivot. 
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The above instructions give one half of 
the plain round collar. 


POINTED COLLAR. 
Fig. 15. 
1. Extend line D and make dot K 3% 
inches above dot C as given in Fig. 15. 
2. Make dot L one inch from dot Kk. 





3. Draw line M from dot L toa point half way between dot C and dot H on hne D. 
4. Extend line G and make dot N 3% inches from end of line F. 
5. Draw line O from junctions of lines F and G to dot C. 


6. Make dot P in center of line O. 
7. Draw line QO with arm curve, point D on System at dot P to dot N. 
x. Turn system over and draw line R from dot P to dot Lin the same manner as line QO. 


The above instructions give one half of collar. 


ROLL COLLAR. 


Fig. 16. 


a 
° 


1. Draw lines A and B square 
with each other as shown in Fig. 
16, 

2. Make dot C on line B one- 


half of neck measure from end 
of line A. 


6. Make dot G on line E half 
way between dots D and E. 


7. Make dot Hon line E one- 
half of neck measure from dot G. 


8. Draw line I from dot F to 


3. Make dot D on line A one- 
half of neck measure from end 
of line B. 

4. Draw line E from dot D 
square with line A. 

». Make dot F on hne E onez 
half of neck measure from dot D. 





dot C. 


9. Sweep line J from dot C 
to dot D, using dot F as a pivot. 


10. Sweep line K from dot G 
to line I, using dot H asa pivot. 


The above instructions give 
one-half of collar. 


Another very pretty style of collar can be made as illustrated by dotted lines in Fig. 16. 


ake dot L on line B 3 inches above dot C. 3. 
Draw line M straight from dot G to end of line K. 
4. 
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Draw line N from dot D to dot L (place point E 
at dot D turn System over). 
Draw line O from end of line M to dot L. 


= oo 
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TURN DOWN COLLAR. 


Fig. 17. 


1, Draw lines A and B square with 
each other asin Fig, 17. 


2. Make dot C 34 inch more than 
half of neck measure from end of 
line B. 


3. Make dot D 114 inches from 
end of line A. 


4. Make dot E four inches from 
dot Don line B (or the desired width 
of collar). 


5. Draw line F square with line A 





from dot C. 
6. Make dot G the width of collar from dot C on line F. 9. Draw line J from dot E to dot G point F on Sys- 
7. Make dot H 1% inches from dot G on line F. tem at dot G (turn system over). 
8. Draw line I from dot E to dot H. 10. Draw line K same as line J from dot C to dot D. 


This gives half of the collar, the remaining half can be drafted in the same manner. 


COLLAR AND LAPEL TOGETHER. 
Fig. 17. 
This collar is made as illustrated by dotted lines in Fig. 17. Extend the point of collar from 3 to 5 inches from 


dot E or length desired. 


Fig. 3. 
Shawl collar can be worn on this basque, or any other style of waist if desired, but it is usually worn on ladies’ coats or 
outside garments. It is drafted as follows, as shown in Fig. 3: 


1. Continue line 1 6 inches above line 6. 6. Make dot E 3 inches from dot D (or the width 

2. Draw line A from top of line 1 to dot 8. desired ). 

3. Make dot B 2 inches from dot 8 on hne A. 7. Draw line G with neck curve from dot B to dot D. 

4. Make dot C 3% inches (or the width desired for 8 Make dot H 3¥ inches from center of line G to a 
collar ), from dot B. point half way between dots C and E. 

3d. Make dot D 1¥% inches from dot 8 on line 6. 9. Draw line I with dart curve (turn System over), 


touching dots H, E and F. 
10. Continue line I to dot C (use arm curve). 
11. Make dot J 2 inches from dot 3 on line 15. 
12. Draw line K from dot J to dot D (using sleeve curve), point T at dot J. 
13. Draw line L same as line k (turn System over ). ‘ 
The space between lines Kk and L is sewed up as a dart, and the collar is turned back over it. 


GIRDLE. 
Fig. 18. 
1. Draw line A and B 2 inches apart parallel with each other 34 inch more than % of 
Waist measure, as shown in Fig. 18. 
2. Draw lines C and D 6 inches in length across ends of lines A and B to a point 2 
inches above line A. 
Shape lines E, F, G and H with arm curve, according to taste. 


je 


4. Make dot I % inch from line C. 

5. Shape line J with dart curve from one end of line C to the other, across dot I. 
6. Make dot K ¥Y inch from center of line D. 

7. Shape line L with dart curve from one end of line D to the other, across dot K. 


Another style of pointed girdle can be drafted as illustrated by dotted lines in Fig. 18. 
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1. Itis drafted the same as plain basque. 


2. In tracing trace the front same as plain basque, 
continning line 1 the length of skirt. 


3. Trace darts to a point from 5 to 6 inches below 
the waist. When darts are very large and drawn from 
® to 6 inches below the waist it will canse a fullness in 


f 


, to 1 inch 


« 


the front, to avoid this make the darts from } 
smaller and take the same amount off of the waist line in 
front and under the arm as illnstrated in Fig. 19. 

4. Move under-arm piece over from ¥ to 2!4 inches 
for under-arm dart and trace the under-arm piece con- 
tinuing line 49 the length of skirt to a point from 27 to 
30 inches from end of line 1 for all medium. sizes. 
For extremely large figures more fullness can be given as 
desired. 


The under-arm dart should be from 5 to 6 inches in 
length below the waist. Some cutters prefer to take a 
measure from the waist line under the arm to point of 
hip or the length they wish to make the dart. And 
then place the nnder-arm piece so that this dart will be 
the length of the measure taken below the waist. 

If less fullness 1s wanted in bottom of skirt dotted 
line E can be used instead of line 459. 


BACK OF PRINCESS. 
Fig. 20. 
1. Draft back same as plain basque. 
2. Trace back same as plain basque. 
3. Nlove side body over as shown in Fig. 20 about 


11% inches so as to allow for seams. 


4. Trace dart between back and side body to a 
point from 5 to 6 inches below the waist. 

®. Continue line 35 the length of skirt, this line 
shonld be drawn straight from dot 29 parallel with line 
1 the length of skirt. 

6. Make dot A 2 inches below dot 8. 

7. Draw line B from dot A square with line 1. 

8. Make dot C on line B 12 inches from dot A, or 
according to fullness desired. 

9. Draw hne D from dot C square with line B to 
bottom of skirt. 


10. Draw line E from end of line 845toend of line D. 


PRINCESS CORSAGE WITH BELL BACK. 


Figs. 19 and 20. 


\ 


le as illustrated in Fig. 19 below dotted lines A and Bin front of Princess, and in Fig. 20 below dotted 


Back Princess line 35 1n the back draft joins dotted hne E in front draft. 
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PRINCESS WITH BELL BACK. 
Fig. 20. 


Is drafted same as Fig. 20, with the exceptions illustrated by dotted lines. 
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1. Continue line 1 to bottom of skirt. 5. Sweep line I from dot A to line H, using dot G 
2. Make dot F 9 inches from dot A on line B. as a pivot. 
3. Make dot G 12 inches above dot A on line I. 6. Sweep line J from end of line I to line H, using 


4. Draw line H from dot G across dot F to bottom of 


dot G as a pivot. 
skirt perfectly straight. 
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HOW TO TRACE OUT THE PRINCESS. 
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1. Make drafting according to style of Princess wanted. 
%} . . 

ae 2. Trace out the front under-arm piece, side body and back on paper, and cut out the different pieces so as to 
obtain a pattern, then place the pattern on the lining and trace it as illustrated in Fig. 21. 
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SEAMLESS DRESS. 


Consisting of Seamless Waist, Seamless Skirt and Seamless Sleeve. 


This garment is remarkable because of the nov- 
elty of being seamless, and can be made up so as to 
appear very beautiful. 


The waist is drafted same as Fig. 24. The skirt 
is drafted same as Fig. 13, and then, instead of 
making one seam, button or lace the skirt down 
the side. 


The sleeve is made the same as One-Seam Sleeve 
in Fig, 7, and laced down the inside. 
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DARTLESS PRINCESS. 


Fig. 22. 


j~Ser 6 


Is cut so as to remove the difficulty of having 
darts in the front, as shown in Fig. 22. 


1. Make drafting same as for the Parisian Dart- 
less Basque. 

2. Trace out front, under-arm piece, side form 
and back on paper, and cut out the different pieces so 
as to obtain a pattern, then place the pattern on the 
lining and trace it as illustrated in Fig. 21. If the 
goods is narrow, put a seam in the skirt between the 
under-arm piece and side body, as illustrated by 
dotted line A. 





DARTLESS DRAPED PRINCESS. 
Fig. 22. 
Extend line N to a point 53% inches below dot B, as shown in Fig. 22. 
Draw line C from the end, and square with line N, 5% inches long. 
Draw line D from dot B to end of line C (with dart curve). 
The space on line D from dot B to end of line C is plaited on line 61 F for draping, line D, is usually drawn 
straight down from end of line C to the bottom of skirt. When draping is wanted on one side only, the front can be cnt 


basque shape on the same side of the draping as illustrated by dotted line E, and the skirt draped up over the lower 
part of basque. 
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SEAMLESS PRINCESS. 


ig. 23. 


7. Measure the space between dots 32 and 19 and 
make dot E % inch more than !2 of this space from dot 19 
and make dot F ¥% inch less than % of this space from 
dot 34. 


4. Draw line G straight from dot 23 across dot E. 

) Measure the space between dots D and B and 
place this amount on short arm of System on line G, at the 
same time place the under-arm measure on long arm of 
Sy the junctions of line 15 and G as illustrated then 
Ir < I HI Lely 

lake dot n line I the width of back measure 
fr lin higures. 
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Is socalled because the fronts under-arm piece, 
side-body and back are all cutin one piece as illus- 
trated in Fig.21 and it opens under the arm and on 
the shoulder, or in the center of back. 

1. The back draftis madesame as plain Prin- 
For slender forms the French Back, same 
as Fig. 5 can be used. 

2. The front draft 1s made the same as 
French bias basque to the waist line. 

6. The front darts are made on line A and 
the same size as for plain basque. 

4. Make dot Bthe same distance from dot 
28 that line 1 is from dot 34. 


cess. 


5. Draw line C same as line F in the dartless 
basque. 
6. In tracing out the front, fold the lining 


double and place line 9 on edge of fold and trace 
out the front. 

7. Trace out under-arm, side-form and back 
pieces same as for plain Princess. 


-In cutting this garment place the pattern on 
the lining and trace it as illustrated in Fig. 21 
making the darts come to a point about 6 inches 
below the waist line. 


THE LADIES’ TAILOR 
SEAMLESS WAIST. 


Fig. 24. 

1. Draft the front part of the waist the same 
as instruction draft leaving out the darts and under- 
arm line. 

2. Below the draft draw a straight line as in 
Fig. 24. 

3. Make dot A at the beginning of the line, 
and dot B at width of back measure from dot A in 
half inch figures. 

4. Make dot C at waist measure in waist fig- 
ures from dot A. 

5. Make dot D1¥Y inches from dot C. 

6. Measure the distance from dot Ato dot D 
and place the amount of this measure on System at 
dot 6 and make dot 32 at waist measure in half inch 
figures on line 27. 


11. Draw line K square with line H from junctions of 
line 15 and G. 

12. Make dot L the width of back measures on line K 
in half inch figures from the junction of lines H and 14. 

13. Place jength of back measure of long arm of Sys- 
tem at dot J and draw line M across dot L the length of 
back measure. 

14. Make dots 2, 3, 14, 17, 19, and lines 13, 15, 16, 18 
and 24 same as in instruction draft. This part is drafted 
same as plain basque, except the lines are drawn toward 
you instead of from you and line 24 is drawn with System 
turned face down, then draw line ?4. 





a 
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15. Make dot N the heighth of dart measure above 18. Extend line M ¥ inch below dot J in center oi 
dot 34. back at the waist line. 

16. Place point S on System at dot F and draw line 19. Shape waist line (line P) with dart curve as illus- 
O to dot N. trated by dotted lines. 

17. Curve the front slightly at dots 3 and N with dart 20. This waist can be made pointed in back and front 
curve. 


as shown by dotted lines. 


The proper make-up of this garment is very important, because the entire front, both of lining and outside 
material is cut on the bias, and stretches easily. The goods in front, from a point about 1 inch below dot N to a point 
about 2 inches above dot 8, should be held full, and from a point below dot N to waist line, should be stretched from 4 
to 14 inch, and then stayed with a tape from the waist line to neck, to prevent drawing out of shape. Whalebone casing 
should be stitched onto the lining before it is basted to the goods. This waist is usually made to lace down the front. 


/\ 4B» 
q 
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THE RIDING HABIT. 


Fig. 25. 


The measure for outside garments are 
taken the same as for ladies’ basque and then 
one inch is added to the neck, bust, waist, 
hip, arms-eye, elbow and hand measures. 

1. Draft the front same as in instruction 
draft. 

2. Extend line 15 and make dot 5 the 
bust measure in half inch figures. 

3. Draw line 1 of back draft square with 
line 15 from dot 5 and make dot 4 the under- 
arm measure below line 195. 

4. Make dot 2 the length of back meas- 
ure above dot 4. 

5. Make the remainder of back part of 
drafting the same as in instruction draft and 
as illustrated in Fig. 25. To do this all the 
curved lines are drawn with the system turned 
face downward. 

6. Shape the bottom of habit as illus- 
trated by dotted lines A, A, A, A, A, A. 
When one dart is used much trouble is often 
caused by not putting it in the correct place. 
It should be made in the center between the 
points where the darts would ordinarily come 
for all medium orslender forms. When bust 
measure is large it should be set one half inch 
back of the center, place the dart in this po- 
sition and you will remove the cloth at the 
right place. 


i 


THE LAPEL AND 
COLLAR. 


Fig. 25. 


by 


Lapel and collar is drafted as shown in 
Fig. 25. 
1. Make dot A % inch from neck curve 


on line 9. 
2. Draw line B from dot A to neck curve. 





3. Draw line C from dot A 2 inches long or length 9. Draw line J square with line H. 
and slope desired. 10. Make dot K % inch from end of line H. 
j Draw line D from the end of line C to dot 62. 11. Made dot L 134 inches from end of line H (or 
>» Make dot E ¥ inch from dot 8. the width of collar). 
G6. Make dot F 1% inch from dot 8 on shoulder line. 12. Draw line M with dart curve from dot K to junc- 
7. Draw hne G from dot E to any point on front. tion of lines 10 and 14. 
he desired length of lapel. 13. Draw line N 1% inches from dot A, any slope 
)r | H from junction of lines G and neck desired. 
Ff to a pomt '% inch more than the length 14. Draw line O from dot L to end of line N (straight 


or slightly curved). 
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BACK OF RIDING HABIT SKIRT. 


Fig. 26. 


be Straieiit jive; 

2. 13% inches always. 

3. 41% inches always. 

4. Front skirt measure from dot 2. 
4. Straight line. 

6. The warst measure from dot 2 
7. 41f inches from dot 6. 

8. Ls of waist from dot 6. 

5 das way between dots ( and &. 
10. i) inches from dot 6. 

11. Straight line. 

13. 10 inches always. 

v otrnieht line 

ieee) 


Pinches always 
lo. 71, inches from dot (0 always. 


1G. Straight line. 
17. @32 inches always. 
1%. 742 inches. 


19. Straight Jine. 

2(). 10 inches. 

21. Straight line. 

2. yg OL waist measure from dot 5. 
23. One-half way between dots 22 


~] 


24. 1g of waist measure from dot 23. 
24, Point E at dot 22. 
26. If of waist from dot 2. 


27- Straight-line: 

28. 12% inches from dot 2 always. 
99, 3 inches from dot 28. 

50. Straighe line. 

31. 3 inches from dot 29. 

32. Straight line. 

33. 114 inches from dot 28. 

34. 314 inches from dot 28. 

Sa, Point E. at dot 31: 

So. Point Eat dot 31; 





37° Point E at dot 33: 56. 9 inches from dot 52. 
38. Point G at dot 34. 57 eNeck: curve. 

39 Point T at det12: 48. Point D at dot 56. 

40. Point F at dot 12. 59. Straight line. 

41. Is the same distance from dot 12 that dot 8 1s. 60. 9 inches from dot 2. 
42. Is the same distance from dot 31 that dot 26 1s. 61. Straight line. 

43. Curved line. 62. 9% inches from dot 60. 
44. Point E at dot 14. 63. 11 inches from dot 60. 
45. Point O at dot 14. 64. Straight line. 

46. Point F at dot 17. 65. J1 inches from dot 63. 
47. 3% inches from dot 20. 66. Straight line. 

48. 9% inches from dot 47. 67. 14 inches from dot 4. 
49. 3 inches from dot 48. 68. Point E at dot 62. 

50. 4 inches from dot 48. 69, Point Tat dot 2. 

51. Straight line. 70. Straight line. 


52. 214 inches from dot 40. 
53. Straight line. 

54. 9 inches from dot 52. 
55. Straight line. 


Dots 54 and 46 sews together in a dart. 
Dots 26 and £2 sews together in a dart. 
Dots & and 41 sews together in a dart. 
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FRONT OF RIDING HABIT SKIRT. 


Fig. 27. 


l. Straight line. 
2. 334 inches from 
top of line 1. 
3. 111% inches from 
top of line 1. 
4. Front skirt meas- 
ure. 
o. Straight line. 
6. Ty of waist from 
line 1 always. 
7. 14 of waist from 
dot 6 always. 
8. 1% of waist from 
dot7 always. 
%. Straight line. 
> BO. 2 inches from 
dot 6. 
11. Straight hne. 
12. 1 inch = from 
dot 8. 
13. 4% waist from 
dot 8. 
14. Straight line. 
15. 1 inch = from 
dot 12. 
16. Point Q at dot 7. 
17. Neck curve. 
18. Point E atdot 15. 
19. Straight line. 
20. 4 inches from 
dot 13. 





21. 14 inches from dot 13. 43. 2 inches from dot 387. darts, making it the same length of 
22. 1534 inches from dot 13. 44. Straight line from dot 28 to line in back from dot 6 to dot 56, 
23. Straight line. dot 31. following curved lines, then from dot 
24. 114 inches from dot 20. 45. Straight line from dot 28 to 54 down line 59 to hne 66, these two 
20: “Pomt Bb aAt-dou 15. dot 43. lines sew together. 
26. Straight line. 46. Straight line from dot 33 to 61. Straight line. 
27. os anclics from, dot 21: dot 37. 62. 22 inches from dot 4 
28. 714 inches from dot 21. 47. Straight line. 63. Straight line from dot 62 to 
20. Stratent line. 48. 1 inch from dot 32. dot 60. 
30. 334 inches from dot 22. io. (Point. Dat. dot 48; 64. Make a dot in centre of line 63. 
vl. @bry inches tronidot 22. 50. 314 inches from dot 33. 65. Straight line. 
i24 62% inches frony dot 22: 51. Straight line. 66. 3 inches from dot 64. 
33. Y inches from dot 22. 52. 24% inches from dot 34. 67. Curve line from dot 60 across 
4. Point E-at dot 24. o3. Straight fine. dot 66 to dot 62. 
toc GOImMmt i) At GOL cr: o4 1% inches from dot 40. 68. Straight line. 

6. Straight line. 55, Straight line. 69. 1% inches from dot 2. 
37. 21 inches from dot 32. #6. 6 inches from dot 41. 70. Point E at dot 10. 
38. 414 inches from dot 52 57. Point D at dot 42. 71, Point F at dot 69. 

@anches treiy dot. a2. 58. Point E at dot 52. Dots 37 and 50 sews together in 

$0, 1114 inches from dot 32. 59. Straight line from dot 54 across eae 

co inches = m dot 32. dot 56. Dots 43 and 31 sews together in 
12. Straight from dot, .2)7 to 60. 31144 inches from dot 13 follow- Aare 


lot 30 ing curved lines and leaving out the 


—— ———— ee a —— 
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FRONT OF RIDING HABIT TROUSERS. 


Fig. 28. 


(Measures for trousers. Waist 24, hip 40, 
outside length 40). Is drafted as follows : 


1. Draw line A straight. 

2. Make dot B outside length trom top of 
ne A. 

3. Make dot C 1 inch more thaa ¥f of hip 
measure from top of line A. 

4. Make dot D half way between dots C 
and B. 

5. Draw line E square with line A. 

6. Make dot F '/ of hip measure from top 
of line A; 

7. Make dot G 114 inches more than !¥ 
of waist measure from dot F. 

8. Draw line H from dot G to dot C with 
arm curve. 

Os -WMake-a dart Linch ini size> + aches 
long half way between dots and Galso 
inch dart inside of dot F. 

10. Draw lines I, J] and Kk square with 
line A. 

11. Make dot L ¥% of hip measure from 
dot B. 

12. Draw line M straight from dot F to 
dot L. 

13. Make dot N 2% inches outside of 
line M. 

14. Draw line O with arm curve. 

15. Make dot P 1 inch inside of dot L. 

16. Make dot Q 6 inches from dot P. 

17. Draw line R from dot C to dot Q slightly 
curved at top. 

18. Draw line S fromdot N to dot P slighly 
curved at top. 


BACK OF RIDING HABIT TROUSERS. 


Fig. 29. 


Draw line A. 17. Make dot S 4 inches from dot B. 

Make dot B 2 inches from top of line A. 18. Make dot T ¥% inch inside of dot E. 

Make dot C the outside length from dot B. 19. Draw line U from dot C across dot T to a point 1 
Make dot D 1/ of hip measure from dot B. inch above dot S, slightly curved. 


Make dot E half way between dots C and D. 


Draw line F square from line A. 90. Draw line V from end of line U across end of line A. 


Make dot G ¥/ of hip measure from dot B. 21. Make dot W 2 inches more than If of waist 
Draw lines H, [ and J square from line A. measure. 
Make dot K 14 of hip measure from dot C. 22. Draw line X from dot W todot N, slightly curved. 


Draw line L straight from dot G to Kk. 
Make dot M 3 inches outside of line L. 
Make dot N half way between dot G and line H. 


Make a dart half way between dot W and end of line U 
2 inches in size and 4 inches long. 


Draw line O from dot M to dot N with arm curve. Dotted line Y represents flap and opening on the side & 
Make dot P 1 inch outside of dot K. inches long. Some prefer the space above dotted line Z in 
Make dot Q 1% inch outside of line L. Fig. 29 and dotted line T in Fig. 28 made of lining only, 


Draw line R from dot M across dot Qtodot P while others prefer both lining and outside material. 


shghtly curved. 
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LADIES’ WALKING JACKET. 
Fig. 25. 


Continue skirt lines of habit, as shown in figure 25, from % to 12 inches, or length desired for jacket. 


THE LADIES’ DOUBLE BREASTED PRINCE ALBERT COAT. 
Fig. 30. 


The drafting for this coat is made the 
same as figure 25, with the following 
exeeptions shown in figure 30: 


I. Nake dot A 11% inches more than 
width of back measure in 14 ineh figures 
from line 12. 

2. Make dot B ty inches more than 
Waist measure in waist figures fram dot 4. 

3. Make dot C 2 inches from dot B. 

4. Lines 26 and 27 ean be drawn 
with side form curve or shaped aceord- 
ing to taste of the cutter, and the space 
between dots 9 and 10 should be 1 inch. 

6. Draw lines D and E with dart 
eurve, shaping them as illustrated in 
figure 30. 

6. Make dot F on waist line % inch 
inside of line 1. 


7. Extend waist line and make dot 
G 21'/ inches from line I. 

8. Make dot H % inch outside of 
line I. 

9. Draw line I from dot F the same 
as line 63 in front drafting. 

10. Draw line J from dot H the same 
as line I (turn system over). 

11. Drawline K Y inch outside and 
parallel with line 1 from the neck jo 
dot 62. : | 

12. Make dot:L 2 inches outside of 
Gor h2. phe 

13. Draw line M any slope desired. 

14. Draw line N from line M aeross 
dots Land G straight down to length 
of skirt. 

15. Make a dart between dots F and 
H toa point 4 inches below the waist. 





NEW MARKET. 
Fig. 31. 
Draft same as figure 25, with the following exceptions : 


|. Make French baek same as figure 4. 4. Make skirt lines the full length of dress skirt 
2. Make front dart 2 inehes in size 2's inehes from measure. 
line 1. 5. Lapel and collar can be made same as figure 25, or 
3. Make under-arm dart 1 ineh in size. ean be cut with shaw! collar as shown in figure 3. 
Fig. 31. 


It is made the same as the Newmarket in figure 31, with the following exception : 
The front dart is omitted in figure 31. 
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LADIES’ BOX COAT. 


Fig. 31. 


The rules for producing this 


calen 


i 


Oe ee el 





14. Draw line N square with line L the same length 
above dot M that dot J is from dot M, shaping line Y as 
illustrated in Fig. 32 or sweep with tape using dot M 
aS a pivot. 

15. Make dot Oon line I half the under-arm meas- 
ure below dot 16. 

16. Draw fine P from 
curve, 

17. Place point D on System at dot O and draw 
dotted line QO toa point lf inch outside of line 1 and 2 
inches above waist line. 


dot 16 to dot O use dart 


coat are the same as for a Newmarket, with the following exceptions shown in Fig. 31 


1. The under-arm piece is made same as in 
plain drafting. 

2. The front is cut full double breasted without 
darts, except that 114 inches is taken off of the front 
under the arm the same as in dartless basque. 


> 


3. The skirt is only made about 6 inches long. 


LADIES’ DOLMAN. 
Fig. 32. 


In this garment the bust measure is not taken as 
given in the instruction book; but is taken over the 
fullest part of the bust outside the arms. It should 
be taken as you wish the garment to fit. This meas- 
ure is taken loosely. 

The front and back are drafted the same as for 
the Parisian Dartless coat as in Fig. 3 and 4 with 
the following exceptions: 

1. Make dot A 3 inches from dot 16. 

2. Draw dotted line B square with line 15 from 
dot A to waist line. 

3. Make dot C 11; 

ft. Make dot D: 1%, 


inches from line B on line 27. 
» inches from l:ne 1 on line 35. 

5. Make dot E the bust measure from dot 3 in 
half inch figures. 

6. Make dot F the width of back measure in 
half inch figures from line 12. 
7. Make dot G 114 inches from line 12 on line 27. 

S;. -Place*pomt F on System. at dot 19 and. ‘draw 
line H to dot G. 

9. Draw dotted line I across dut 14 parallel 
with line I. 

10. Make dot J on line I 8 inches above dot 16. 

11. Draw dotted line K 214 inches long square 
fron dot. F- 

12. Draw lie Efronrdot | tocnd of line I. 


13. Make dot Min centre of line L. 


1s. Draw line R the sameas line QO toa point 3 inches 
above waist line. 

19. Draw line S$ 4 inches long parallel with line 1 
from end of line Q. 

20. Draw line T from end of line R to end of line 5. 

21. Draw dotted Ine U from end of line $ to a point 
3 inches below waist line on dotted line I (using dart 
curve). 

22. “Draw tine VY irom: dot © to end or line.) 
dart curve). 


(use 
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23. Make dot W 12 inches below dot C on skirt line. Dotted lhnes S$, Q, U and V represent the under part 


awit}. 


“4. Draw line X from end of line S todot W shaping of sleeve. Lines 43, 27, Y, P, R, T, X and bottom lines 
} £ , ? 


iccording to taste, shape bottom of skirt lines with dart of skirt represents the upper part of sleeve. Double dotted 


lines show where elastic 1s secured to back and front 
25, Draw line Z from dot 26 to a point 2 inches under the arm and at waist line. 


aw f 


;WodOr A 


Le © | 


ae 
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HIGH SHOULDER CAPE. 
Fig. 33. 


In this earment the bust measure is not taken as given in instruction book, but it is taken over the fullest part of 
utside the arms. It should be taken as closely as you wish the garment to fit. Shoulder measures for this 
inch shorter than for ordinary basque. Front and back as illustrated in Fig. 33 are drawn the same as 


ruc ra the following exceptions: 
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1. Extend line 145 and make dot A the bust measure §. Draw line F square from dot E and mal 
from dot 3 in half inch figures. the same distance from dot E that dot Cis from dot 
7. Shape line H from dot C to dot G and from 


Ww 


Make dot B 214 inches above dot 21. 
3. Make dot C 3 inches above dot 1b. 
4. Draw line D from dot C to dot B. comes out as a dart. This cape is usually made to a point 


5. Make dot E in center of line D. 1 inch below waist line but can be made any length desired. 


to dot G as shown in Fig. 33. 
8%. Spaces between lines 26 and J. and 24" ang #1 
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HIGH SHOULDER CAPE WITH YOKE. 


Fig. 33. 


Draft same as high shoulder cape in Fig. 33 except as illustrated by dotted lines I, J, K, L and M. 

1. Lines I] and J are drawn 1 inch above and parallel with line 15, 14 inches long or the length wanted for 
gathers or plaiting. 

2. Lines J and L are drawn length wanted for cape or circular. 

The front above line I makes the front yoke. The back above line K makes the back yoke, if wanted without 


seam in center of back place line 1 on fold of goods. 


HIGH SHOULDER CAPE WITH TIGHT FRONT. 
Fig. 33. 
Draft same as high shoulder cape, except as illustrated by dotted lines N, O and P and dart in Fig. 35. 


1. Lines N and O are made same as for dartless basque in Fig. 3. 
2. The darts are made from 3 to 5 inches from line N and from 1% to 2'4 inches in size heighth of dart measure. 
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RUSSIAN CAPE. 


Fig. 33. 


Min Pie: 
I 
2 


Lines O, R and S are shaped with dart curve. 


Width of back piece at waist is usually made 214 


Draft same as high shoulder cape with the exceptions illustrated by dotted lines O, R, S, T, U. V, W, X, ¥ and 


inches wide, but can be made any width desired. 


». Lines T and U are drawn same as in plain basque and any length wanted usually from 12 to 18 inches below 


In cutting this garment trace lines 18, 14. 1, R, U, V, Wand X for back, for front trace 1, 9, 14, 12, 26, H, Os be 


RUSSIAN CIRCULAR. 


Fig. 33. 


Draft the same as Russian cape in Fig. 33 except that skirt lines are made 3/ or full length of skirt. 


MILITARY CAPE. 


Fig. 34. 


the waist. 
anid). 

1. Draft lines A and B at right angles, and make dot 
C ¥% inch more than neck measure in neck figures on line 


A as shown in Fig. 34. 

2. Make dot D % inch more than neck measure in 
neck figures from dot C. 

3. Make dot E 24 inches from dot D for length of 
cape in the back or length desired. 

4. Make dot F !; 


neck figures from end of line A on line B. 


inch more than neck measure in 


©. Draw hne G from dot C across dot F. 
bh. MNtake dot H 14 
neck figures from dot C on line G. 


inch more than neck measure in 
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7. Sweep line I from dot D to dot H with tape line 
using dot C as a pivot. 


8. Sweep line J from dot E to line G with tape line 
using dot C as a pivot. 


This cape should be 1 inch longer on the side than in 
the back as shown by line K and front should be made 1 
inch shorter than back as shown by line G then shape the 
bottom of this cape as illustrated by line L. 


When material is wide enongh place line A on fold of 
goods then trace lines I, L and Gand you have the cape in 
one piece. 








TRAE LADIES” TAILOR SYSTEM, 


BOY’S COAT. 
Fig. 35. 

Measures are taken same as for ladies’ basque, and is 
drafted the same as ladies’ basque, with the following ex- 
ceptions shown in Fig. 35: 

1. Make dot A the breast measure from dot 3 in half- 
inch figures. 

2. Make dot B the under-arm measure below dot A. 

7. Make dot C !f inch inside of dot B. 

4. Make dot D 3 inches from dot C. 

5. Make dot E 3¢ inch from dot D. 

G. Make dot F the width of back measure from dot A. 
i. Draw lines G and H with dart curve. 

8. Make skirt for coat as represented in Fig. 35. It 1s 
made about 8 inches long, but can be made any length 
desired. 

9. If it is desirable to have a coat fit more closely at 
the waist, put a dart at waist line, placing it about 3 inches 
from dot E, 34 of an inch in width, 4 inches in length, 1% 
inches long below the waist, the remainder of dart above 
the waist, as illustrated in Fig. 35. The remainder of the 
drafting, including the collar, is drafted the same as in 
Fig. 25. 

This coat is drafted to the following measures: Neck, 
11: breast, 26; waist, 24; scye, 8; front, 1412; chest, 10; 
width of back, 9; length of back, 12; shoulder, 4; under- 
arm, 6; hip, 28; first balance, 11; second balance, 24%2. 


BOYS’ KNEE PANTS—FRONT. 
Fig. 36. 
1. Draw line A 1} imch cae edge of paper. 





2. Make dot B outside leg measure from top of line A. 

3d. Made dot C inside leg measure above dot B. 

4. Draw line D square from top of line A. 

5. Make dot E on line D 2 inches more than ¥ of hip measure. 

6. Make dot F on line D 2 inches from dot E. 

7. Make dot G on line D % inch less than !/ of waist measure from dot see 
8. Draw line H square with line D from dot E. 

9. Make dot I on line H the outside leg measure from dot E. 

10. Make dot J inside leg measure above dot I. 

It. Draw hne- kK trom-dot Cte dot: |. 

12. Make dot L 2 inches from dot J. 

13. Draw line M from dot F to dot L. 

14. Make dot N on line M 2 inches above dot L. 

15. Draw line O from dot J to dot N. Use arm curve. 

16. Draw line P from dot B to dot I. 

17. Make dot QO on line P 1 inch from dot B. 

18. Make dot R online P 1% of knee measure from dot Q. 

19. Draw line 5 from dot R to dot J. Use dart curve. 
20. Draw line T from dot QO to dot C. Point T on system at dot Q. 
21... (Draw line -U from-dot Cito dot-G. Use dart-curve: 


BOYS’ KNEE PANTS—BACK. 
1. Draw line A 1 inch from Pr nens 


ee ee ee 
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2 Make dot B 2 inches more than outside leg measure from top of 
line A. 

*. Make dot C on line A # inches from top of line A. 

4. Draw line D square from top of line A. 

®. Make dot E 114 


~ 


mches from top of Jine A. 
6. Make dot F Linch more than 'y of waist measure from dot E. 
7. Make dot G 1!'3 inches from dot F. 
8. Draw line II square with line D from dot G. 
. Make dot 1 2 inches more than outside leg measure from dot G. 
10. Draw line J from dot B to dot I. 
bi Make-dol i: 14-inelies mside-of dot C, 
12 Draw dove L-franydot E-to: dots. 
Io. Draw line M from dot B to dot K, use dart curve. 
lJ. Make dot N 2 inches from dot B on line M. 
lo. Make dot O on line J 12 of knee measure from dot N. 
ij Draw line P from dot N toxdot-O; 
le Makesdot © on-line 
Ji the same distance from 
dot O that dot J 1s from 
dot R in front drafting. 
18. Draw line R from dot 
Oto dot ©, use dart curve. 
1%. Make dot S 2 inches 
above dot © on ine H. 
20. Make dot T 1% 
inches inside of dot S. 
21.. Dray dine U> from 
dot F to dot T. 


22. Draw line V from dot O to dot T, use arm curve. 
> 





25. Make a sloping dart % inch in width and -t inches long from waist 


-_ 


line. The dart should be placed about 2 inches from dot E. 


BACK OF SHIRT. 
Fig. 38. 

1. Draw hnes A and B at right angles. 
3. Make dot C 'y of neck measure from top of line .A. 
». Make dot 1D 5 inches from dot C or width desired for yoke. 
1. Make dot E 'y of breast measure from dot C. 
». Make dot F lyf of breast measure from dot F. 
(6. Make dot G length of shirt fron: dot C. 


+. Make dot Fl ' inch more than 1% of neck measure from top of 
Hines sk 


4. Draw lines 1, J, K, Le and M square from line A. 
'. Make dot N the length of yoke from det 1). 


A Draw Jine &. S(qjuare from dot Noto A point } inch above line Land 
draw shoulder line to it. 


Fi Make dot P 3, of breast measure from dot E. 
2. avlthe «lot? 6 inches-from-uou -: 


Is. Tdraw line Ko square from line K to line | then draw line S with arm 


4 Lil \ ¢ 
Draw TD square from line Kk. 
Make dot ( In inside of line T and shape line V with dart 
ur s illus Mig. $8 dotted lines represent yoke. Line J is 





= 2 $n A 
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FRONT OF SHIRT. 


Fig. 39. 
1. Draw lines A and B at right angles. 4. Make dot E % of breast measure from dot D. 
2. Make dot C the neck measure in neck figures from 5. Make dot F the same,distance from dot E that dot G 
top of line A. is from dot F in back draft. 
3d. Make dot D % of breast measure from topof line A. 6. Make dot G % of neck measure from top of line A. 


7. Make dot H the same distance from dot G that end of line O is 
from dot H in back draft. 

8. Draw lines I, J and K square from line A. 

0. Make dot L 2% inches more than '{ of breast measure from 
dot D. 

10. Draw line M square from dot H to line I then draw line N with 
arm curve. 

11. Draw line O square from dot L. 

12. Make dot P 34 inch inside of line O then shape line QO with 


dart curve as illustrated in Fig 39. 


SHIRT BOSOM. 


Fig. 39. 
1. Make dot R 1 inch above dot E. 
2. Draw line S 2 inches long from dot R. 
3. Make dot T 1 inch from dot G. 


4. Draw line U with dart curve from dot T to end of line S. 


SHIRT SLEEVE. 


Fig. 40. 
1. Draw line A length of sleeve less the width of cuff. 
2. Draw lines C and B at right angles with line A. 
3d. Make dot D % arms eye measure from end of line A. 
4. Draw line E square from dot D and make dot F Y of arms-eye 
measure from dot D. 


®. Draw line G straight from dot F to end of line A. 





6. Draw line H with arm curve from dot F to end 8. Draw line J straight from dot Ito dot F. Cuff 
of line A. is made 2 inches wide and any length wanted. 
7. Make dot I 6 inches from end of line A. 


SHIRT NECK BAND. 


Fig. 40. 
1. Draw line A and B at right angles. 2. Make dot C % of neck measnre from line B. 


f« 
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». Draw line I) square from dot C LS ae Lone: 

{ Make dot E & inches from end of line JA. 

zi Make dot F 1!. inches from dot E. 

(4. Praw dotted line G from dot E to end ot line D. 

(+. Draw dotted line HI from dot F to dot C. 

S. Shape lines I and J with dart curve. 

[his gives one half of neck band, no seams allowed in making up. 


Measures for shirt, neck 15, breast 36, length 34, arms-eye 20, length 
of sleeve 24. A\rms-eve is taken very looselv. 


e7 


. 
| 


DRAFTING ON THE LINING. 


Inquiry 1s sometimes made for instructions for drafting on the lining 
instead of on drafting paper. To meet the wishes of this class of customers 
we give the following instructions for doing so. We advise all who use 
The Ladies’ Tailor to follow the example of the best tailors and make their 
drafts on paper for the following reasons: 


1. [tis always more accurate. In drawing on the lining the material 
will always stretch or give a little in drafting, while paper cannot. 


2. By tracing from paper drafting, you always have the stitching line 
clearly marked. 


4. If paper is used you can always test your drafting with tape line 
and if there is an error made in making up it can be readily proven, and 
the mistake of the one who makes the garment corrected, otherwise the 
fault would often be charged to the cutter when she was not to be blamed. 





4. [t saves trme, when all the preliminary 
part of dressmaking 1s done accurately, all 
the time issaved that is lost in refitting and 
changing, besides the drafting ean often be 
used to cut out several dresses for a ens- 
tomer, whileif drafting is made on the lining 
a draft must of course be made for each 
CATIMENU Cut. 


FRONT DRAFT. 


tl. Make front same as instruction draft 
omitting the lines for the under-arm piece. 

2, Make anew dot 4 inches outside of 
det 20, and draw new lines 21 and 30 
[rent it: 


3. Make a new dot 4 inches from dut 17 
and draw line I& {rom it. 


f. Draw skirt lines as shown in Fig. 41 


BACK DRAFT. 


the easiest way to learn to draft on 
lining is as follow 


1 Draw the back draft same as instruc- 
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tion draft making all the dots, but omiting the hnes for side body 

2. Draw the back piece same as instruction draft. 

3. Draw lines across dot 24 and 25 square from line | as shown in Fig. 42. 

4, Move side body over 113 inches by making new dots 1'+ inches outside 
of each -ot the dots marked 2902, 21, 10. 11, 3)3- and 29 in inetruction eratt amd 
drawing side body to these new dots in the same manner as illustrated im 


Pigiet2: 


CUTTING THE LINING. 
Fig. 43. 

After tracing the lining as per instructions in instruction book, remove the 
drafting and cut the lining allowing a full half inch for seanis, except at neck 
and arm-hole and one and a half inches in front for laps. Do not cut out the 
darts until after they are hasted. The seams allowed should be cut evenly. 
A lining with its edges uneven and ziz zag having a slovenly appearance 1s 
usually followed by a poorly made and 1l-fitting garment. 


CUTTING THE MATERIAL. 
Fig. 43. 

Place each piece of the lining separately on the material and cut out the 
goods, allowing about a fourth inch wider scams than for the lining. When cut 
pin the lining and material of each separate piece together, roll each piece up 
separately ready for basting and thus avoid the danger of cutting two pieces for 
one side or lhaving the preces separated or changed. Be very careful to cut 
goods so that the grain or thread of the material will be precisely the same as 
the grain or thread of the lining and both should be cut so as to run even with 
the waist line. The only exception to this rule is when figured, plaid or striped 
goods are used, and a part of the dress 1s cut on the bias of the goods. 











HOW TO BASTE 
THE SEAMS TO 
AVOID 
WRINKLES. 


Fig. 435. 
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N SN YG GQ 

~ SSS 

\N \\ SIC XISS NS on goods. How to do this prop- 
NN NSS SS SS RAR ANS > oS 

XN VERRAN § NX 

N NMGC{_CGGB‘vwW‘ \ \ : ‘ 3 4 
\\~ NWN NINN ANS S\ erly is well illustrated in Fig. £3. 
Rens REA SS ys Qa VRSRRAS GS SAM GGG First baste the darts beginning 
ASS SA SNK KESSS ASAE KR about one-fourth inch above the 
SN ESSN “SN SERS SS SS aS WER NWSE SENS SEES x S RS S ee 

Aes N\A TRA Ss first dart and baste evenly to the 
RNEASY VSS QW SS PI see ER NAN § Piiaes. 

SSS SE GN LIRREASEN CRS bottom of the dart. When the sec- 
KEG RAS SQ \ RS MAREN ond dart is straight baste in the 
NSA \ AWN CAVN SSF MAS ae 

oo \ ~~ 3 \ CEN Seat: same manner. The goods between 
AAC CD’DWss BCG GA AG. AWK WW the darts from a point two inches 
SA MQ GGGGFJ_ GQ Cs 7 ; 
OA ee \ WW below the waist should be stretched 

ASC NAAQS rery little to keep it from wrink- 
\ << VA AWN a very little to keep it from wrink 
\\< VIN CAAA ling. When the French Bias Dart 
\\\~ VASQKNA CS Ing. 1Een nC as Lart 
AC NIWA ; 1 it should be held a little 
NWN NASA S \ is used it should be held a little 
NANA Aas N AW SNN \\\ \\ 3 —~ . : 4 u's. Oy 

NI NSWWNNN AWN DKW full from CC as illustrated in Fig. 
WIR 43, and the remainder of the dart 
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should be basted evenly. In basting tne under-arm prece on to the front begin at the waist line and baste up to the 
arm-hole, stretch the front a little at the point marked D ) and full it a httle at the pomt marked E E. Then baste 
from the waist line down and full the front about one-fourth ineh at the point marked F F. In basting the side-body 
on to the back the back should be stretched a little at the point marked I [, and fulled about one-fourth ineh on to the 
side-body at the point marked J J. These two pieces should be pmnned together carefully before basting so as to keep 
the fullness at the proper place and to keep the waist line from twisting. Always hold the baek piece next to you in 
basting on the side-body, then baste evenly below the waist line. Baste the two back picees together evenly. In bast- 
ing the under-arm piece on the side-body it should be held a little full at the point marked H H and stretehed a very 
hittle at the point GG. In basting the shoulder seams together full the baek to the front one-fourth inch at K Kk and 
stretch the front one-fourth inch at LL. Fo keep the arm-hole from stretching run a strong thread around the arm- 
hole in the seam, fulling it shghtly at the point marked M M. Another plan is baste a narrow tape around the arm- 
hole and stitch it fastin the seam. All curved or Freneh fronts should be stretched about one-fourth inch at the point 
marked 1 3, and fulled from one-tourth to one-half inch at the point marked A A. After bastiug trim the edges even 


with the lining. 


BASTING THE SLEEVE. 


Commence at the top of inside seam and baste to the bottom perfectly smooth. When basted lay the sleeve on a 
table flat and smooth, under part on the top. Pin outside seam smoothiy beginning at the top of sleeve in tracing marks 
to elbow. Then pin from wrist to within 1!, inches of elbow smoothly and gather the fullness evenly in the space of 1% 
inches at elbow. Baste smoothly in tracing marks. When the sleeve is properly basted it will lay flat and smooth 
on the table. 

In drafting sleeves, the top of the sleeve for all tight fitting garments should be from two to three inches larger 
than the arm-hole of the waist and the fullness sewed in over the most rounding part. In outside garments it should be 
about one and a half inches larger than the arm-hole and most of the fullness put around the top of the arm. 


SUGGESTIONS ON FITTING. 


It sometimes happens especially with beginners in dresseutting that after taking a measure basting and trying on 
a garment that it does not fit, and the seamstress often feeling positive that she cauld not have made a mistake falls into 
the error of thinking that the old reliable square of inches might possibly be wrong and candemns her System. The 
truth is that those who use The Ladies’ Tailor System would never have any refitting to do if it were not “human to 
err,” but the cutter or dressmaker does not live who is not Hable to make a mistake either in taking the measure, making 
a drafting, tracing the material, or in making up the goods; and an error in any of these things will make some change 
necessary. It is therefore well that all should know what the results of bad measures are and how to fit a garment when 
errors are made. 

1. When the neck measure is too large there will be looseness around the neek near the shoulder. Take up 
the shoulder seam. 

2. When the arms-eye measure is too large the sleeve will be too large at arm-hole. Fit on the outside 
seam. 

3. When the bust measure is too large there will be fullness under the arms or in front. Take up on the under- 
arm seam. 

4. When the bust measure is too tight the dress will bind across the front causing an indenture near the arms. 
Let out the under-arm seam: Add some goods down the front line. 

9. When the waist measure is too large the dress will be too loose. Take up the under-arm seam. 

6. When the waist measure is too tight add goods on the under-arm seam. 

7. When the ip measure is too tight wrinkles will be caused about the waist and over the hips. Loosen skirt 
lines and fit them smoothly. 

& When the width of the back is too wide it will give a broad appearance across the back and make the arm- 
hole too small. Trim out the arin-hole in baek. 

4d. When the width of back is too narrow let out in centre of back and take up on the under-arm seam. 

10. When the length of the back measure is too long the dress will wrinkle across the back and will be too high 
near the neck. Trim out the neck and take up on the shoulder seams. To avoid this trouble never take the length 
of back measure below the level line as shown in diagram B of instruction book. If extra length in back is necessary 
add below natural waist line as shown by lines B and D in Fig. 4 in instruetion book. 

Jt. When the under-arm measure is too long the dress will wrinkle under the arms. Trim out arm-hole under 
the arm. When this measure is too short the garment will be too high at the neck and short waisted. Trim out back 
of neck and take up the back shoulder seam and fit it down to the waist. 
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12. When the balance measures are too long it will be loose on the shoulders. Take up on shoulder seam. 
When balance measures are too tight the garment will be too tight on shoulders. Let out shoulder seams. 

13. When the front measure is too long the dress will wrinkle in front near the waist. Fit on the shoulder seam. 
When too short the garment will be too short in front. [Tit at waist line. 

14. When the scye measure 1s too long the arm-hole will be too deep and it will be necessary to fit on shoulder 
seam and skirt lines. When the scye measure is too short the arm-hole will not be sufficiently deep and will cause wrinkles 
infront near the arm. Trim out at arm-hole. 

15. If the height of dart measures are either too long or short they will be either too high or low in the garment. 
If too high they should be lowered and if too short they should be raised, being careful not to increase or decrease the 
width of the darts at waist line. 

Remember that many a garment has been eut out well and when made up is distorted and full of wrinkles not 
fitting smoothly caused by poor basting. Study instructions on basting. 


TABLE SHOWING THE AMOUNT OF GOODS REQUIRED. 


This table is based on medium sized ligures and will answer for $4, 56 or 58 bust measure. When there is much 
variations in size or in length of skirt a little inust be dedueted or added as good judgment suggests. 

In using this table find the style of garment and follow the line until the column is reached which gives the width 
of your material. At this point you will find the amount of goods needed. 


| DIFFERENT WIDTH OF GOODS IN INCHES. 
STYLE OF GARMENT. ate 











18 20 22 24 | 27 36 | 48 
Plainsdress: 7: i 1314, 12 14 1 Lee 714 al, 
Barc ya co ees eRe ee ee ee eterna tide Sonne Jus M72 1G i 1st | 10: 74 
ROU Y Walls toca res ce cra ete Ae Aco er mu ie caer en natn eee nae iene gem Zee S2 La leg), 1M) 1 
Basque.. Peed Oe eee ee ere G1, as 4 105, 1 " 214 
BH aonee es oe eet * ) RI3, GIs) A o74 
rineess : 2) 1 10 ‘) s ( 1, 
Princess with full train. . Ly. V7}2] 16 Ldap 1S 10 | s 
Ladies’ coat. bbe Bev |) eal 334 Bey) 
Long double breasted coat. ae 6 Klee a i A a7 
Short Cape or wrap. | 3 23.1 2is pay] u 13, 114 
Cloak or long Whip ee 15 734 1 Glo) AL 415) BY 
Dolman... ae ea i es i, 4 | 8 ea 
IeOne GOnan As, see as ek elt tote ie os Aig le ele | bel 2284 
Plain skirt... 2.26.0... 0... seen Wa Ns Hear yy ed G1, a 334 
Fancy skirt........ 6... eee eee. ae Ae dl Pode) Rag x ( 41% 
Plain sleeve... Ly fa 1 1 44 2 3 14 
Fancy sleeve.. 21, ete 2 13, 114 Lg 


| 
) 
| 
| 
| 
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lain: 
Biss fot, 
Bows Wee: Pats: 

Back tor Coat or Jacket... 
alte OCrent-S Wirt: . . 
lsastiapy Sleeve. 

eH Sleeve... 

bell Skirt. 

Sore loc erraudee 

Back of Riding Tlabit Clare 
back at Widhie ight. Prousers: «a0. 

basting the Sleeve. a 

Collar and Lapel eeiine 

Citric shies Tortie, 

Cutting tlic Siaterial a2. 

Double-Breasted Coat . 

Dartless Coat, Tight-fitting. ... 

Dartless llalf-htting Coat . 

Dartless Three-quarter Coat.... 

Dartless Princess. . : 

Dartiess Draped Princess 2.4.3.5: 

rant mreom the eines ee cee 

Prench Bias. Basque; witli straight tront 4.4 4.4 
Prench Dias -Basmie, with Previcl: (ont. +4255 


French Bias Basque, with two under-arm pieces.... 


Pull dress Sleeve... .« o< 


Witt) Cress Gil Slee yc scence ni a or eee 


French Tight-fitting Sleeve. .... 
l-an-back Skirt. 

Front of Riding robin Skirt. 

Irront of Riding Iabit ee me 
ron ot Crent s olirts. 

Grirdles. ee ae 

low to Draft the daa in Six pieces. . 
Llow to Trace out the Princess... : .. 
How to Baste the Seains to avoid panes 
High Shoulder Cape. ee 
lhigh Shoulder Cape, with anne a 
High Sheulder Cape, with tight front. 
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Index sae ee ee eee 

Ladies’ woe Pace e pee. 
adies 1s6xN. Coat..4 4.045 

eadres” Dolman... 

Nita Capes 

INGA Nelo ne. 

One-seam Sleeve.... 

Parisian Dartless Basque... ... 

Pini Ion: Skirt. ..,.-.2 

omied. Collar. eee a 
Princess Corsave, witli bell bik id. 4eo; 
Princess. with del libgelee nia ose 
IOGear ae as ae ean 

Kussian Cape... 

Ritssran-Circilar e.ncce.e 

SOven-COred ohIrt...05.8. 

Siri Os eile vee 

Shitt Neck bale: es 

Shirt Sleeve tor Iwadies’ Dress... 2.32; 
Sit oy) COV iene eee 

Sips) ollares . 2... 

Betiess rece ea cat asec Daye eth, 
Seamless Princess.... 

Suggestions on Fitting . 

The French back. ae 
The Ladies’ E Sipe ae orite Sle ‘EVE. a 
agitate Sleeve... ages a wate we oe 4 oes 
MAYES (ates | COUP urd swan ea ea ess 
ENG VWrORClb oC) orate ene 

A ihe-Standine Collar. 

Turn-down Collar ... 

The Prancess..... Een Seatac MeN tT 
The Laces’ ‘Tailor Seainiess VWoatst- 
The Riding Habit. 

The Lapel and Callan: 


The Ladies’ Double- Byeae id Prince Mivext Guat ae 
Table showing the amount of goods required..... 
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